aquatherm green pipe

aquatherm green pipe has revolutionized the plastic piping sector and has proven its technical suitability worldwide for decades. The innovative green pipe
from aquatherm is made of corrosion-resistant, chemically inert polypropylene. It is completely free of heavy metals and toxic chemicals and thus ideally suited
for potable water applications. aquatherm green pipe also can be used for swimming pools, agriculture, shipbuilding, or the transport of chemicals. It is joined
using reliable heat fusion, which eliminates the hazards of welding and creates virtually leak-free connections.

The system includes different types of pipes in SDR 6, SDR 7.4, SDR 9 and SDR 11. Some of these pipe series also include special reinforced fibre composite
pipes. More than 450 joining and connection elements as well as valves and ball valves complete the system. The products are available in dimensions from 16
mm to 450 mm diameter.

Pipe system made of polypropylene
for potable water supply
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aquatherm green pipe | SDR6S [ ] e o o

aquatherm green pipe | SDR7.4 S [ ]

aquatherm green pipe | SDR 7.4 MF

aquatherm green pipe | SDR 7.4 MF UV
aquatherm green pipe | SDR 9 MF RP
aquatherm green pipe | SDR 9 MFRP UV
aquatherm green pipe | SDR 9 MFRPTI

aquatherm green pipe | SDR11S
aquatherm green pipe | SDR 11 MF

CUSTOMIZED PREFABRICATION
We design and construct your manifolds in our factory according to your specifications and dispatch them pre-finished to any place of the world.

To start the process, only the corresponding planning data, 3D-data and/or drawings with dimensions are required. We return the offer including material
list and drawings. A qualified team of experienced technicians will assist you.

For detailed about our prefabrication service please contact our technical hotline: +49 2722 950 200.

101



aquatherm green pipe SDR 9 MF RP

Pipe structure: MF = multi-layer, fibre-reinforced
Special feature: RP = raised pressure resistance
Material: fusiolen® PP-RCT
Pipe series: SDRY/S 4
Standard: SKZ HR 3.28, ASTM F 2389, IS0 21003
SKZ AB32/A644
Colour: green with 4 dark green stripes
Delivery form: g 32— 125 mm straight lengths 4 m
g 160 — 355 mm straight lengths 5.8 m
Packing unit: PU in meter

Application: m m

Mechanically stabilized through a fibre mix integrated in the middle layer of the fusiolen® PP-RCT.

Dimension 'WaII Ipternal Water Weight
Al thickness dlgmeter content [kg/m]
s [mm] di [mm] [I/m]
Socket welding

370712 32 36 24,80 0,483 0,328 25 40

370714 40 45 31,00 0,754 0,511 32 40

370716 50 56 38,80 1,182 0,791 40 20

370718 63 71 48,80 1,869 1,261 50 20

370720 75 84 58,20 2,659 1,17 - 20

370722 90 10,1 69,80 3,825 2,553 65 12
9 370724 110 12,3 85,40 5,725 3,789 80 8

370726 125 14,0 97,00 1,386 4,886 100 4

Butt welding

370730 160 17,9 124,20 12,109 7,987 125 5.8

370734 200 224 155,20 18,908 12,488 150 5.8

370738 250 279 194,20 29,605 19,422 200 5.8

370742 315 352 244,60 46,966 30,876 250 5.8

370744 355 39,7 275,60 59,625 39,202 - 5.8
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aquatherm green pipe SDR 7.4 MF

Pipe structure: MF = multi-layer, fibre-reinforced

Material: fusiolen® PP-R

Pipe series: SDR7.4/S32

Standard: SKZHR 3.28, ASTM F 2389, CSA B 137.11, 1SO 21003
SKZ A314/616

Colour: green with 4 dark green stripes

Delivery form: straight lengths 4 m

Packing unit: PU in meter

Application: — 3
®

Mechanically stabilized through a fibre mix integrated in the middle layer of the fusiolen® PP-R.

Dimension ~ Wall thickness Ipternal UL Price €
Al Sl dlz_ameter content m
di [mm] [I/m]
Socket welding
70708 20 28 14,40 0,163 0,157 15 100
70710 25 35 18,00 0,254 0,244 20 100
70712 32 44 23,00 0,423 0,391 25 40
707114 40 55 28,80 0,660 0,608 32 40
70716 50 6,9 36,20 1,029 0,948 40 20
70718 63 8,6 45,60 1,647 1,490 50 20
14 70720 75 10,3 54,40 2,323 2,120 - 20
70722 90 12,3 65,40 3,358 3,037 65 12
70724 110 15,1 79,80 4,999 4,546 80 8
70726 125 171 90,80 6,472 5,850 - 4
Butt welding
70730 160 21,9 116,20 10,599 9,559 125 5.8
70734 200 214 145,20 16,558 14,944 150 5.8
70738 250 34,2 181,60 25,901 23,312 175 5.8
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aquatherm green pipe SDR 9 MF RP UV

Pipe structure: MF = multi-layer, fibre-reinforced
Special feature: RP = raised pressure resistance
UV = UV-resistant
Material: fusiolen® PP-RCT
Pipe series: SDR9/S 4
Standard: SKZ HR 3.28, ASTM F 2389, IS0 21003,
SKZ AB32/A644
Colour: inner layer: green
outer layer: black
Delivery form: g 32— 125 mm straight lengths 4 m
g 160 — 355 mm straight lengths 5.8 m
Packing unit: PU in meter

. - . = £
Application B

Resistant against UV-rays. Mechanically stabilized through a faser mix integrated in the middle layer of the fusiolen® PP-RCT.

Wall Internal Water

Didm[en:;]i]on thickness digmeter content Pri;e€
s [mm] di [mm] [I/m]
Socket welding
370762 32 36 24,80 0,483 0,422 25 40
370764 40 45 31,00 0,754 0,630 32 40
370766 50 56 38,80 1,182 0,944 40 20
370768 63 71 43,80 1,869 1,457 50 20
370770 75 84 58,20 2,659 1,998 - 20
370772 90 10,1 69,80 3,825 2,894 65 12
9 370774 110 12,3 85,40 5,725 4,397 80 8
370776 125 14,0 97,00 7,386 5,530 100 4
Butt welding
370780 160 17,9 124,20 12,109 8,287 125 5.8
370784 200 22,4 155,20 18,908 12,818 150 5.8
370788 250 219 194,20 29,605 19,741 200 5.8
370792 4 315 35,2 244,60 46,966 31,135 250 5.8
370794 4 355 39,7 275,60 59,625 39,415 - 5.8
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aquatherm green pipe SDR 7.4 MF UV

Pipe structure: MF = multi-layer, fibre-reinforced
Special feature: UV = UV-resistant
Material: fusiolen®PP-R
Pipe series: SDR7.4/S3.2
Standard: SKZHR 3.28, ASTM F 2389, CSA B 137.11, IS0 21003
SKZ A314/616
Colour: inner layer: green
outer layer: black
Delivery form: 2 20— 125 mm straight lengths 4 m
g 160 — 250 mm straight lengths 5.8 m
Packing unit: PU in meter

Resistant against UV-rays. Mechanically stabilized through a faser mix integrated in the middle layer of the fusiolen® PP-R.

Internal Water

Dimension ~ Wall thickness . Price €
At Sl d@meter content m
di [mm] [I/m]
Socket welding
70758 20 28 14,40 0,163 0,210 15 100
70760 25 35 18,00 0,254 0,314 20 100
70762 32 44 23,00 0,423 0,485 25 40
70764 40 55 28,80 0,660 0,728 32 40
70766 50 6,9 36,20 1,029 1,101 40 20
70768 63 8,6 45,60 1,647 1,686 50 20
70770 75 10,3 54,40 2,323 2,347 - 20
14 70772 90 12,3 65,40 3,358 3,378 65 12
70774 110 15,1 79,80 4,999 5,054 80 8
70776 125 171 90,80 6,472 6,494 -
Butt welding
70780 160 21,9 116,20 10,599 9,859 100 5.8
70784 200 214 145,20 16,550 15,273 150 5.8
70788 250 34,2 181,60 25,888 23,630 175 5.8

315355 Dimensions 315 and 355 mm see aquatherm green pipe SDR 9 MF RP UV on page 16



aquatherm green pipe SDR 6/7.4S +
Pipe structure: S =single-layer [}
Material: fusiolen® PP-R | i
Pipe series: SDR6/S25&SDR7.4/S3.2 | di d
Standard: DIN 8077. DIN 8078, DIN EN 1SO 15874, | \

ASTM F 2389, CSAB 137.11 -

Colour: green S 1
Delivery form: 4 m straight lengths, *in coils

Packing unit: PU in meter ﬂ \
Application: — 3 DVGW
ﬂ -

Internal Water

Dimension ~ Wall thickness di Price €
d [mm] s [mm] |gmeter content m
di [mm] [I/m]

10006 16 2,7 10,60 0,088 0,111 10 100
10008 20 34 13,20 0,137 0,174 12 100
10010 25 42 16,60 0,216 0,268 15 100
10012 32 54 21,20 0,353 0,437 20 40
10014 40 6,7 26,60 0,555 0,675 25 40
10016 50 83 33,40 0,876 1,047 32 20
6 10018 63 10,5 42,00 1,385 1,662 40 20
10020 75 12,5 50,00 1,963 2,351 50 20
10022 90 15,0 60,00 2,826 3,379 60 12

10024 110 18,3 73,40 4,229 5,040 65 8
10106 *4 16 2,1 10,60 0,088 0111 10 100
10108 *4 20 34 13,20 0,137 0,174 12 100
10110 *4 25 42 16,60 0,216 0,268 15 100
10806 16 2,2 11,60 0,106 0,096 12 100
10808 20 28 14,40 0,163 0,149 15 100
10810 25 35 18,00 0,254 0,232 20 100
10812 32 44 23,20 0,423 0,372 25 40
14 10814 40 55 29,00 0,660 0,578 32 40
10816 50 6,9 36,20 1,029 0,901 40 20
10818 63 8,6 45,80 1,647 1,416 50 20
10906 *4 16 2,2 11,60 0,106 0,096 12 100

10908 *4 20 28 14,40 0,163 0,149 15 100



aquatherm green pipe SDR11S/MF i I
Pipe structure: 20— 315 mm: S = single-layer
400 & 450 mm: MF = multi-layer, fibre-reinforced C— di d
Material: fusiolen® PP-R
Pipe series: SDR 11/S5 < R
Standard: DIN 8077/78, DIN EN IS0 15874,
ASTM F 2389, CSAB 137.11
Colour: green with 4 blue stripes
Delivery form: @ 20— 125 mm 4 m straight lengths, *in coils
g 160 — 450 mm straight lengths 5,8 m
Packing unit: PU in meter
faatio . — 3
- DBHA®
Dimension ~ Wall thickness Ipternal il Price €
(Tl il d|§meter content m
di [mm] [I/m]
Socket welding
10208 20 1,9 16,20 0,206 0,108 15 100
10210 25 23 20,40 0,327 0,165 20 100
10212 32 29 26,20 0,539 0,261 25 40
10214 40 37 32,60 0,834 0414 32 40
10216 50 4,6 40,80 1,307 0,641 40 20
10218 63 58 51,40 2,074 1,012 50 20
10220 75 6,8 61,40 2,959 1,411 65 20
10222 90 8,2 73,60 4,252 2,043 80 12
10224 110 10,0 90,00 6,359 3,026 - 8
10226 125 1n4 102,20 8,199 3924 100 4
T 103084 20 19 16,20 0,206 0,108 15 100
10310 *4 25 23 20,40 0,327 0,165 20 100
10312 *4 32 29 26,20 0,539 0,261 25 50
Butt welding
10230 160 14,6 130,80 13,430 6,415 125 5.8
10234 200 18,2 163,60 21,010 9,992 150 5.8
10238 250 22,7 204,60 32,861 15,548 200 5.8
10242 315 28,6 257,80 52,172 24,664 250 5.8
10244 4 355 32,2 290,60 31,300 31,300 300 5.8
10246 4 400 36,3 327,60 39,734 39,734 300 5.8
10248 4 450 40,9 368,20 50,292 50,292 400 5.8

107



